
HT24LC02

CMOS 2K 2-Wire Serial EEPROM



Absolute Maximum Ratings

Supply Voltage ..........................VSS�0.3V to VSS+6.0V Storage Temperature ............................�50�C to 125�C

Input Voltage .............................VSS�0.3V to VCC+0.3V Operating Temperature...............................0�C to 70�C

Note: These are stress ratings only. Stresses exceeding the range specified under �Absolute Maximum Ratings� may



A.C. Characteristics Ta=0�C to 70�C
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Functional Description

�Serial clock (SCL)

The SCL input is used for positive edge clock data into

each EEPROM device and negative edge clock data

out of each device.

�
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8-pin SOP (150mil) Outline Dimensions

Symbol
Dimensions in mil

Min. Nom. Max.

A 228 � 244

B 149 � 157

C 14 � 20

C
 189 � 197

D 53 � 69

E � 50 �

F 4 � 10

G 22 � 28

H 4 � 12

	 0� � 10�



8-pin TSSOP Outline Dimensions

Symbol
Dimensions in mm

Min. Nom. Max.

A 1.05 � 1.20

A1 0.05 � 0.15

A2 0.95 �



Product Tape and Reel Specifications

Reel Dimensions

SOP 8N

Symbol Description Dimensions in mm

A Reel Outer Diameter 330�1.0

B Reel Inner Diameter 62�1.5

C Spindle Hole Diameter
13.0+0.5

�0.2

D Key Slit Width 2.0�0.15

T1 Space Between Flange
12.8+0.3

�0.2

T2 Reel Thickness 18.2�0.2



Carrier Tape Dimensions

SOP 8N

Symbol Description Dimensions in mm

W Carrier Tape Width
12.0+0.3

�0.1

P Cavity Pitch 8.0�0.1

E Perforation Position 1.75�0.1

F Cavity to Perforation (Width Direction) 5.5�0.1
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