




Symbol Parameter Remark
Standard Mode* VCC=5V�10%

Unit
Min. Max. Min. Max.

tAA Output Valid from Clock � � 3500 � 900 ns

tBUF Bus Free Time

Time in which the bus must be

free before a new transmis-

sion can start

4700 � 1200 � ns

tSP
Input Filter Time Constant

(SDA and SCL Pins)
Noise suppression time � 100 �
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Timing Diagrams

Note: The write cycle time tWR is the time from a valid stop condition of a write sequence to the end of the valid start con-

dition of sequential command.
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8-pin SOP (150mil) Outline Dimensions

Symbol
Dimensions in mil

Min. Nom. Max.

A 228 � 244

B 149 � 157

C 14 � 20

C
 189 � 197

D 53 � 69

E � 50 �

F 4 � 10

G 22 � 28

H 4 � 12

	 0� � 10�



Product Tape and Reel Specifications

Reel Dimensions

SOP 8N

Symbol Description Dimensions in mm

A Reel Outer Diameter 330�1.0

B Reel Inner Diameter 62�1.5

C Spindle Hole Diameter
13.0+0.5

�0.2

D Key Slit Width 2.0�0.15

T1 Space Between Flange
12.8+0.3

�0.2

T2 Reel Thickness 18.2�0.2
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