
HT27C010

Active: 30mA max.

�Standby: 1�A typ.

��Sta70nsA typ.��Sta75A typ.� A typ.�



Pin Assignment

Pin Description

Pin Name I/O/C/P Description



Absolute Maximum Rating

Operation Temperature Commercial ..........................................................................................................0�C to +70�C

Storage Temperature.............................................................................................................................�65�



A.C. Characteristics
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32-pin SOP (450mil) Outline Dimensions

Symbol
Dimensions in mil

Min. Nom. Max.

A 543 � 557

B 440 � 450

C 14 � 20

C
 � � 817

D 100 � 112

E � 50 �

F 4 � �

G 32 � 38

H 4 � 12

	 0� � 10�
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32-pin PLCC Outline Dimensions

Symbol
Dimensions in mil

Min. Nom. Max.

A 485 � 495

B 445 � 455

C 585 � 595

D 545 � 555

E 105 � 115

F � � 140

G 15 � �

H � 50 �

I 16 � 22

J 24 � 32

K 8 � 12

	 0� � 10�



3 3 0 � 1 . 0 B R e e l I n n e r D i a m e t e r 7 2 3 � 0 . 1 C S p i n d l e H o l e D i a m e t e r 7 3 . 0 +  . 5 � 0 . 2 D K e y S l i t W i d t h 2 . 3 � 0 . 5 T 1 S p a c e B e t w e e n F l a n g e 3 2 . 8 +  . 3 � 0 . 2





PLCC32

Symbol Description Dimensions in mm

W Carrier Tape Width 24.0 � 0.3

PCavityPitch 18.0 � 0.1

EPerforationPosition 1.75 � 0.1

FCavitytoPerforation(WidthDirection) 11.5 � 0.1

DPerforationDiameter1.5+0.1

D1CavityHoleDiameter

1.55+1.0

� 0.05

P0PerforationPitch 4.0 � 0.1

P1CavitytoPerforation(LengthDirection) 2.0 � 0.1

A0CavityLength 13.1 � 0.1

B0CavityWidth 15.5 � 0.1

K0CavityDepth 3.9 � 0.1

tCarrierTapeThickness 0.30 � 0.05

CCoverTapeWidth21.3
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