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Pin Assignment

Pin Description

Pin Name I/O/C/P Description

A0~A15 I Address inputs

DQ0~DQ7 I/O Data inputs/outputs

CE C Chip enable

OE/VPP C/P Output enable/program voltage supply

NC � No connection

Absolute Maximum Ratings

Operation Temperature Commercial ..........................................................................................................0�C to +70�C ................�65�C to 125 �C



D.C. Characteristics

Symbol Parameter
Test Conditions

Min. Typ. Max. Unit
VCC Conditions

Read Operation

VOH Output High Level 3.3V IOH=�0.4mA 2.4 � � V

VOL Output Low Level 3.3V IOL=2.0mA � � 0.45 V

VIH Input High Level 3.3V � 2.0 � VCC+0.5 V

VIL Input Low Level 3.3V � 0.3 � 0.8 V

ILI



Symbol Parameter
Test Conditions

Min. Typ. Max. Unit
VCC Conditions

Programming Operation

tAS Address Setup Time 5.8V � 2 � � �s

tOES
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Package Information

28-pin DIP (600mil) Outline Dimensions

Symbol
Dimensions in mil

Min. Nom. Max.

A 1445 � 1465

B 535 � 555

C 145 � 155

D 125 � 145

E 16 � 20

F 50 � 70

G � 100 �

H 595 � 615

I 635 � 670

	 0� � 15�



28-pin SOP (300mil) Outline Dimensions

Symbol
Dimensions in mil

Min. Nom. Max.

A 394 � 419

B 290 � 300

C 14 � 20

C
 697 � 713

D 92 � 104

E � 50 �

F 4 � �

G 32 � 38

H 4 � 12

	 0� � 10�
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28-pin TSOP (8�13.4) Outline Dimensions

Symbol
Dimensions in mm

Min. Nom. Max.

A � � 1.25



32-pin PLCC Outline Dimensions

Symbol
Dimensions in mil

Min. Nom. Max.

A 485 � 495

B 445 � 455

C 585 � 595

D 545 � 555

E 105 � 115

F � � 140

G 15 � �

H � 50 �

I 16 � 22

J 24 � 32

K 8 �



Product Tape and Reel Specifications

Reel Dimensions



Carrier Tape Dimensions

SOP 28W (300mil)

Symbol Description Dimensions in mm

W Carrier Tape Width 24.0�0.3

P Cavity Pitch 12.0�0.1

E Perforation Position 1.75�0.1

F Cavity to Perforation (Width Direction) 11.5�0.1

D Perforation Diameter 1.5+0.1

D1 Cavity Hole Diameter 1.5+0.25

P0 Perforation Pitch 4.0�0.1

P1 Cavity to Perforation (Length Direction) 2.0�0.1

A0 Cavity Length 10.85�0.1

B0 Cavity Width 18.34�0.1

K0 Cavity Depth 2.97�0.1

t Carrier Tape Thickness 0.35�0.01

C Cover Tape Width 21.3
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