
Note:Datatype:Mstandsformomentarytypedataoutput.

Lstandsforlatchtypedataoutput.

VTcanbeusedasamomentarydataoutput.



Block Diagram

Note: The address/data pins are available in various combinations (refer to the address/data table).

Pin Assignment

Latch Series Momentary Series

Pin Description

Pin Name I/O
Internal

Connection
Description

A0~A12 I
TRANSMISSION

GATE

Input pins for address A0~A12 setting

They can be externally set to VDD, VSS or left open.

D10~D17 O CMOS OUT Output data pins

DIN I CMOS IN Serial data input pin

VT O CMOS OUT Valid transmission, active high

OSC1 I OSCILLATOR Oscillator input pin

OSC2 O OSCILLATOR Oscillator output pin

VSS � � Negative power supply, ground

VDD � � Positive power supply





Decoder timing

HT604L/HT614/HT692



Encoder/Decoder Selection Tables

� Latch type of data output

Part No.
Data
Pins

Address
Pins

VT Pair Encoder

Package

Encoder Decoder

DIP SOP SKDIP DIP SOP SKDIP�

�

�Data
Address



Application Circuits

HT604L/HT614/HT692
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20-pin SOP (300mil) Outline DimensionsSymbol



Product Tape and Reel Specifications

Reel Dimensions

SOP 20W

Symbol Description Dimensions in mm
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