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Pin Assignment
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A.C. Characteristics Ta=25�C

Symbol Parameter
Test Conditions

Min. Typ. Max. Unit
VDD Conditions

fSYS1
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stackpointer(SP)andisneitherreadablenorwriteable.
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byte buffer, and writing to TMRBH will write the data and
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Instruction Set Summary

Mnemonic Description
Instruction

Cycle
Flag

Affected

Arithmetic









CLR [m].i Clear bit of data memory

Description The bit i of the specified data memory is cleared to 0.

Operation [m].i 
 0

Affected flag(s)

TO PDF OV Z AC C

� � � � � �

CLR WDT Clear Watchdog Timer

Description The WDT is cleared (clears the WDT). The power down bit (PDF) and time-out bit (TO) are

cleared.

Operation WDT 
 00H

PDF and TO 
 0

Affected flag(s)

TO PDF OV Z AC C

CLR WD1T



CPLA [m] Complement data memory and place result in the accumulator

Description Each bit of the specified data memory is logically complemented (1�s complement). Bits

which previously contained a 1 are changed to 0 and vice-versa. The complemented result

is stored in the accumulator and the contents of the data memory remain unchanged.

Operation ACC 




HALT Enter power down mode

Description This instruction stops program execution and turns off the system clock. The contents of

the RAM and registers are retained. The WDT and prescaler are cleared. The power down

bit (PDF) is set and the WDT time-out bit (TO) is cleared.

Operation Program Counter 
 Program Counter+1

PDF 
 1

TO 
 0

Affected flag(s)

TO PDF OV Z AC C

0 1 � � � �

INC [m] Increment data memory

Description Data in the specified data memory is incremented by 1

Operation [m] 
 [m]+1

Affected flag(s)

TO PDF OV Z AC C

� � � � � �





RET Return from subroutine

Description The program counter is restored from the stack. This is a 2-cycle instruction.

Operation Program Counter 
 Stack

Affected flag(s)

TO PDF OV Z AC C

� � � � � �

RET A,x Return and place immediate data in the accumulator

Description The program counter is restored from the stack and the accumulator loaded with the speci-

fied 8-bit immediate data.

Operation Program Counter 
 Stack

ACC 
 x

Affected flag(s)

TO PDF OV Z AC C

� � � � � �

RETI Return from interrupt

Description The program counter is restored from the stack, and interrupts are enabled by setting the

EMI bit. EMI is the enable master (global) interrupt bit.

Operation Program Counter 
 Stack

EMI 
 1

Affected flag(s)

TO PDF OV Z AC C

� � � � � �





RRCA [m] Rotate right through carry and place result in the accumulator

Description Data of the specified data memory and the carry flag are rotated 1 bit right. Bit 0 replaces





SUB A,[m] Subtract data memory from the accumulator



SZ [m] Skip if data memory is 0

Description If the contents of the specified data memory are 0, the following instruction, fetched during

the current instruction execution, is discarded and a dummy cycle is replaced to get the



XOR A,[m] Logical XOR accumulator with data memory

Description Data in the accumulator and the indicated data memory perform a bitwise logical Exclu-

sive_OR operation and the result is stored in the accumulator.

Operation



Package Information

64-pin QFP (14�20) Outline Dimensions

Symbol
Dimensions in mm

Min. Nom. Max.

A 18.80 � 19.20

B 13.90 � 14.10

C 24.80 � 25.20

D 19.90 � 20.10

E � 1 �

F � 0.40 �

G 2.50 � 3.10

H � � 3.40

I � 0.10 �

J 1.15 � 1.45

K 0.10 � 0.20

� 0� � 7�
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