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Pin Assignment

Note: Each VDD (VSS) pins must be connected to the power (ground) of the system.

Pin Description

Pin Name I/O Options Description

PA0/BZ

PA1/BZ

PA2

PA3/PFD

PA4~PA7

I/O

Wake-up

Pull-high

Buzzer

PFD



Pin Name I/O Options Description

SDO O � Serial interface serial data output

SCK I/O � Serial interface serial clock input/output (initial �input�).

SCS I/O � Serial interface chip select pin, output for master mode, input for slave mode.

OSC4

OSC3

O

I

RTC or

System Clock

Real time clock oscillators. OSC3 and OSC4 are connected to a 32768Hz

crystal oscillator for timing purposes or to a system clock source (depending

on the options). No built-in capacitor.

VDD � � Positive power supply

OSC2

OSC1

O

I
Crystal or RC

OSC1 and OSC2 are connected to an RC network or a crystal (by options) for

the internal system clock. For RC operation, OSC2 is an output pin for 1/4

system clock. The system clock may come from the RTC oscillator. If the sys-



Symbol Parameter
Test Conditions

Min. Typ. Max. Unit
V
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OptionsThe following shows the configuration options in the HT49RV3/HT49CV3. All these options should be defined in orderto ensure having a properly functioning system.

Options









Instruction Definition



AND A,[m] Logical AND accumulator with data memory

Description Data in the accumulator and the specified data memory perform a bitwise logical_AND op-

eration. The result is stored in the accumulator.

Operation ACC 
 ACC �AND� [m]

Affected flag(s)

TO PDF OV Z AC C

� � � � � �

A N D A , [ m ]



CLR [m].i Clear bit of data memory

Description The bit i of the specified data memory is cleared to 0.

Operation [m].i
.i



CPLA [m] Complement data memory and place result in the accumulator

Description Each bit of the specified data memory is logically complemented (1	s complement). Bits

which previously contained a 1 are changed to 0 and vice-versa. The complemented result





MOV A,x





RLC [m]



RRCA [m] Rotate right through carry and place result in the accumulator



SET [m] Set data memory

Description Each bit of the specified data memory is set to 1.

Operation [m] 
 FFH

Affected flag(s)

TO PDF OV Z AC C

� � � � � �

SET [m]. i Set bit of data memory

Description Bit i of the specified data memory is set to 1.

Operation [m].i 
 1

Affected flag(s)

TO PDF OV Z AC C

� � � � � �

SIZ [m] Skip if increment data memory is 0

Description The contents of the specified data memory are incremented by 1. If the result is 0, the fol-

lowing instruction, fetched during the current instruction execution, is discarded and a

dummy cycle is replaced to get the proper instruction (2 cycles). Otherwise proceed with

the next instruction (1 cycle).

Operation Skip if ([m]+1)=0, [m] 
 ([m]+1)

Affected flag(s)

TO PDF OV Z AC C

� � � � � �

SIZA [m] Increment data memory and place result in ACC, skip if 0

Description The contents of the specified data memory are incremented by 1. If the result is 0, the next





SZ [m] Skip if data memory is 0

Description If the contents of the specified data memory are 0, the following instruction, fetched during

the current instruction execution, is discarded and a dummy cycle is replaced to get the

proper instruction (2 cycles). Otherwise proceed with the next instruction (1 cycle).

Operation Skip if [m]=0

Affected flag(s)

TO PDF OV Z AC C

� � � � � �

SZA [m] Move data memory to ACC, skip if 0

Description The contents of the specified data memory are copied to the accumulator. If the contents is

0, the following instruction, fetched during the current instruction execution, is discarded

and a dummy cycle is replaced to get the proper instruction (2 cycles). Otherwise proceed

with the next instruction (1 cycle).

Operation Skip if [m]=0

Affected flag(s)

TO PDF OV Z AC C

� � � � � �

SZ [m].i Skip if bit i of the data memory is 0

Description If bit i of the specified data memory is 0, the following instruction, fetched during the current

instruction execution, is discarded and a dummy cycle is replaced to get the proper instruc-

tion (2 cycles). Otherwise proceed with the next instruction (1 cycle).

Operation Skip if [m].i=0

Affected flag(s)

TO PDF OV Z AC C

� � � � � �

TABRDC [m] Move the ROM code (current page) to TBLH and data memory

Description The low byte of ROM code (current page) addressed by the table pointer (TBLP) is moved

to the specified data memory and the high byte transferred to TBLH directly.

Operation [m] 
 ROM code (low byte)

TBLH 
 ROM code (high byte)

Affected flag(s)

TO PDF OV Z AC C

� � � � � �

TABRDL [m] Move the ROM code (last page) to TBLH and data memory

Description The low byte of ROM code (last page) addressed by the table pointer (TBLP) is moved to

the data memory and the high byte transferred to TBLH directly.

Operation [m] 
 ROM code (low byte)

TBLH 
 ROM code (high byte)

Affected flag(s)

TO PDF OV Z AC C

� � � � � �
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Package Information

52-pin QFP (14�14) Outline Dimensions

Symbol
Dimensions in mm

Min. Nom. Max.

A 17.3 � 17.5

B 13.9 � 14.1

C 17.3 � 17.5

D 13.9 � 14.1

E � 1 �

F � 0.4 �

G 2.5 � 3.1

H � � 3.4

I � 0.1 �

J 0.73 � 1.03

K 0.1 � 0.2

� 0� � 7�0.4
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