
� Low power and high noise immunity CMOS

technology

� HT6221: 20-pin SOP package

HT6222: 24-pin SOP package

Applications

� Television and video cassette recorder controllers

�



Pin Assignment

Pad Assignment



Pad Coordinates Unit: mil

Pad No. X Y Pad No. X Y

1 �38.44 28.57 13 38.21 �32.09

2 �38.44 24.06 14 38.21 �18.90

3 �38.44 19.55 15 38.21 �10.33

4 �38.44 9.91 16 38.21 2.87

5 �38.44 1.95 17 38.21 11.13

6 �38.44 �22.72 18 38.21 24.33

7 �38.44 �30.03 19 31.14 34.20

8 �37.83 �34.54 20 21.80 34.19

9 �20.31 �34.54 21 �12.62 34.19

10 �15.72 �34.54 22 �22.26 34.19

11 �11.21 �34.54 23 �26.77 34.19

12 27.27 �34.54 24 �36.41 34.19

Pin Description

HT6222



Absolute Maximum Ratings

Supply Voltage ..............................VSS�0.3V to VSS+6V Storage Temperature ............................�50�C to 125�C

Input Voltage..............................VSS�0.3V to VDD+0.3V Operating Temperature...........................�20�C to 75�C

Note: These are stress ratings only. Stresses exceeding the range specified under �Absolute Maximum Ratings� may

cause substantial damage to the device. Functional operation of this device at other conditions beyond those
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Application Circuits

Application Circuit 1

Note: Typical infrared diode: EL-1L2 (KODENSHI CORP.)
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Application Circuit 2

Note: Typical infrared diode: EL-1L2 (KODENSHI CORP.)
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Package Information

20-pin SOP (300mil) Outline Dimensions

Symbol





Product Tape and Reel Specifications

Reel Dimensions

SOP 20W

Symbol Description Dimensions in mm

A Reel Outer Diameter 330�1.0

B Reel Inner Diameter 62�1.5

C Spindle Hole Diameter
13.0+0.5

�0.2

D Key Slit Width 2.0�0
/T1_1 1 .3089 -2.4527 Td
[(T3943962(acole)-27Betwee(in)-27Flangeth)]TJ
3074318 0.6776 Td2
34.0+3.5

�0.2
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