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General Description

This device is an 8-bit high performance RISC architec-

ture microcontroller designed for USB product applica-

tions. It is particularly suitable for use in products such

as keyboards. A HALT feature is included to reduce

power consumption. The mask version HT82K95A is

fully pin and functionally compatible with the OTP ver-

sion HT82K95E device.

Features

� Operating voltage:

fSYS=6M/12MHz: 4.2V~5.5V

� Low voltage reset function

� 32 bidirectional I/O lines (max.)

� 8-bit programmable timer/event counter with over-

flow interrupt

� 16-bit programmable timer/event counter and over-

flow interrupts

� Crystal oscillator (6MHz or 12MHz)

�

http://www.holtek.com.tw/english/tech/tool/mcu.htm#82k95
http://www.holtek.com.tw/english/tech/faq/keymouse_faq.htm
http://www.holtek.com.tw/english/tech/appnote/appnote.htm
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Application Circuits

Crystal or Ceramic Resonator for Multiple I/O Applications

Note: The resistance and capacitance for reset circuit should be designed in such a way as to ensure that the VDD is

stable and remains within a valid operating voltage range before bringing RES to high.

X1 can use 6MHz or 12MHz, X1 as close OSC1 & OSC2 as possible.

Components with * are used for EMC issue.

Components with ** are used for resonator only.

Components with *** are used for 12MHz application.
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AND A,[m] Logical AND accumulator with data memory







Enter power down mode

Description This instruction stops program execution and turns off the system clock. The contents of



MOV A,x Move immediate data to the accumulator

Description The 8-bit data specified by the code is loaded into the accumulator.

Operation ACC 
 x

Affected flag(s)

TO PDF OV Z AC C

� � � � � �

MOV [m],A Move the accumulator to data memory

Description The contents of the accumulator are copied to the specified data memory (one of the data

memories).

Operation [m] 
ACC

Affected flag(s)

TO PDF OV Z AC C

� � � � � �

NOP No operation

Description No operation is performed. Execution continues with the next instruction.

Operation Program Counter 
 Program Counter+1

Affected flag(s)

TO PDF OV Z AC C

� � � � � �

MOV [m],ALogical5 scn
OR5 scn
03 0 TD
[(Move)-2xecution accumulator to data memory



RET Return from subroutine

Description The program counter is restored from the stack. This is a 2-cycle instruction.

Operation Program Counter 
 Stack

Affected flag(s)

TO PDF OV Z AC C

� � � � � �

RET A,x Return and place immediate data in the accumulator



RLC [m] Rotate data memory left through carry





SET [m] Set data memory

Description Each bit of the specified data memory is set to 1.

Operation [m] 
 FFH

Affected flag(s)

TO PDF OV Z AC C

� � � � � �



SUB A,[m] Subtract data memory from the accumulator

Description The specified data memory is subtracted from the contents of the accumulator, leaving the

result in the accumulator.

Operation ACC 
 ACC+[m]+1

Affected flag(s)

TO PDF OV Z AC C

� � � � � �

SUBM A,[m] Subtract data memory from the accumulator

Description The specified data memory is subtracted from the contents of the accumulator, leaving the

result in the data memory.

Operation [m] 
 ACC+[m]+1

Affected flag(s)

TO PDF OV Z AC C

� � � � � �

SUB A,x Subtract immediate data from the accumulator

Description The immediate data specified by the code is subtracted from the contents of the accumula-

tor, leaving the result in the accumulator.

Operation ACC 
 ACC+x+1

Affected flag(s)

TO PDF OV Z AC C

� � � � � �

SWAP [m] Swap nibbles within the data memory

Description The low-order and high-order nibbles of the specified data memory (1 of the data memo-

ries) are interchanged.

Operation [m].3~[m].0 � [m].7~[m].4

Affected flag(s)

TO PDF OV Z AC C

� � � � � �

SWAP [m]



SZ [m] Skip if data memory is 0



TABRDL [m] Move the ROM code (last page) to TBLH and data memory

Description The low byte of ROM code (last page) addressed by the table pointer (TBLP) is moved to

the data memory and the high byte transferred to TBLH directly.

Operation [m] 
 ROM code (low byte)

TBLH 
 ROM code (high byte)

Affected flag(s)

TO PDF OV Z AC C

� � � � � �

XOR A,[m] Logical XOR accumulator with data memory

Description Data in the accumulator and the indicated data memory perform a bitwise logical Exclu-

sive_OR operation and the result is stored in the accumulator.

Operation ACC 
 ACC �XOR� [m]

Affected flag(s)

TO PDF OV Z AC C

� � � � � �

XORM A,[m] Logical XOR data memory with the accumulator

Description Data in the indicated data memory and the accumulator perform a bitwise logical Exclu-











Product Tape and Reel Specifications

Reel Dimensions

SOP 20W

Symbol Description Dimensions in mm

A Reel Outer Diameter 330�1

B Reel Inner Diameter 62�1.5

C Spindle Hole Diameter
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