
HT93214 Series

1-memory Tone/Pulse Dialer

Selection Table

HT93214 series

Function

Part No.

Hand-
Free

Key
Tone

Flash
Flash
Time
(ms)

Pulse
No.

Tone
Duration

(ms)

Inter
Tone

Pause (ms)
PPS M/B

PKG
DIP

300mil

HT93214A Control 300/600 N 94 96 10/20 1/2 16

HT93214B � Control 300/600 N 94 96 10/20 1/2 18

HT93214AT �







Approximate internal connection circuits

Absolute Maximum Ratings

Supply Voltage ............................................�0.3V to 6V Storage Temperature ............................�50	C to 125	C

Input Voltage..............................VSS�0.3V to VDD



Symbol Parameter
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Keyboard Operation

The following operations are described under an on-off- hook or on-hook condition with the hand-free active condition.
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Timing Diagrams

Normal dialing

� Pulse mode

� Tone mode
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� Flash key operation

� Pulse to Tone operation







Package Information

16-pin DIP (300mil) outline dimensions

Symbol
Dimensions in mil

Min. Nom. Max.

A 745 � 775

B 240 � 260

C 125 � 135

D 125 � 145

E 16 � 20

F 50 � 70

G � 100 �

H 295 � 315



18-pin DIP (300mil) outline dimensions

Symbol
Dimensions in mil

Min. Nom. Max.

A 895 � 915

B 240 � 260

C 125 � 135

D 125 � 145

E 16 � 20

F 50 � 70

G � 100 �

H 295 � 315

I 335 � 375

� 0	 � 15
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