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A.C. Characteristics

Symbol Parameter
VCC=5V�10% VCC=3V�10% VCC=2.2V

Unit
Min. Max. Min. Max. Min. Max.

fSK Clock Frequency 0 2000 0 500 0 250 kHz

tSKH SK High Time 250 � 1000 � 2000 � ns

tSKL SK Low Time 250 � 1000 � 2000 � ns

tCSS CS Setup Time 50 � 200 � 200 � ns

tCSH CS Hold Time 0 � 0 � 0 � ns

tCDS
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Timing Diagrams
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Instruction Set Summary

HT93LC46

Instruction Comments
Start
bit

Op
Code

Address
ORG=0 ORG=1

X8 X16

Data
ORG=0 ORG=1

X8 X16

READ Read data 1 10 A6~A0 A5~A0 D7~D0 D15~D0

ERASE Erase data 1 11 A6~A0 A5~A0 �

WRITE Write data 1 01 A6~A0 A5~A0 D7~D0 D15~D0

EWEN Erase/Write Enable 1 00 11XXXXX 11XXXX � � �



Package Information

8-pin DIP (300mil) Outline Dimensions

Symbol
Dimensions in mil

Min. Nom. Max.

A 355 � 375

B 240 �



8-pin SOP (150mil) Outline Dimensions

Symbol
Dimensions in mil

Min. Nom. Max.

A 228 � 244

B 149 � 157

C 14 � 20

C	





Product Tape and Reel Specifications

Reel Dimensions

SOP 8N, TSSOP 8L



Carrier Tape Dimensions

SOP 8N

Symbol Description Dimensions in mm

W Carrier Tape Width
12.0+0.3

�0.1

P Cavity Pitch 8.0�0.1

E Perforation Position 1.75�0.1

F Cavity to Perforation (Width Direction) 5.5�0.1

D Perforation Diameter 1.55�0.1



HT93LC46


	Features
	General Description
	Block Diagram
	Pin Assignment
	Pin Description
	Absolute Maximum Ratings
	D.C. Characteristics
	A.C. Characteristics
	Functional Description
	Timing Diagrams
	Instruction Set Summary
	Package Information
	Product Tape and Reel Specifications

