
� Write operation with built-in timer

� Software controlled write protection

� 10-year data retention after 100K rewrite cycles

� 10
6

rewrite cycles per word

� Commercial temperature range (0�C to +70�C)

� 8-pin DIP/SOP package

General Description

The HT93LC56 is a 2K-bit low voltage nonvolatile, serial



Pin Description

Pin Name I/O Description



A.C. Characteristics

Symbol Parameter
VCC=5V�10% VCC=3V�10% VCC=2V*

Unit
Min. Max. Min. Max. Min. Max.600160016001
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ERASE

ERAL

WRAL

Instruction Set Summary

HT93LC56

Instruction Comments
Start
bit

Op
Code

Address Data

ORG=0
X8

ORG=1
X16

ORG=0
X8

ORG=1
X16

READ Read data 1 10 XA7~A0 XA6~A0 D7~D0 D15~D0

ERASE Erase data 1 11 XA7~A0 XA6~A0 � �

WRITE Write data 1 01 XA7~A0 XA6~A0 D7~D0 D15~D0

EWEN Erase/Write Enable 1 00 11XXXXXXX 11XXXXXX � �

EWDS Erase/Write Disable 1 00 00XXXXXXX 00XXXXXX � �

ERAL Erase All 1 00 10XXXXXXX 10XXXXXX � �

WRAL Write All 1 00 01XXXXXXX 01XXXXXX D7~D0 D15~D0
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